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56.    In members subject to compression, rivets shall be so spaced that they shall not be farther apart in the direction of the stress than 16 times the thickness of the thinnest external plate connected, and not more than 50 times that thickness at right angles to the direction of stress.
57.    At the ends of compression members the pitch shall not exceed 4 diameters of the rivet, for a distance equal to twice the greatest width of the member.
58.    All joints in riveted work, whether in tension or compression members, must be fully spliced.
59.    The distance from the edge of any piece to the centre af a rivet hole must be not less than ij times the diameter of the rivet, nor exceed 8 times the thickness of the plate; and the distance between centres of rivet holes shall not be less than 3 diameters of the rivet.
60.    All   segments   of   compression   members connected by lacing only shall have tie plates placed as near the ends as practicable.   The tie plates shall have a length not less than the greatest width of the member, and a thickness not less than one-fortieth of  the  distance  between . the  lines   of  connecting rivets, measured at right angles to the length of the member.
61.    Single lattice bars shall have a thickness of not less than 1-40 and double bars connected by a rivet at the intersection of not less than 1-60 of the distance between their rivets connecting them to the member ;• and their width shall be:—
For 15-inch channels, or built'j
sections with 3^- or 4-inch I 2% inches (^-inch rivets).
angles....... ..........J
For 12- and lo-inch channels,^
or built sections with 3-inch 11\ inches (J-inch rivets.)
angles...................J
For 9- and 8-inch channels, "|
or built sections with 2^-inch la inches (f-inch rivets.)
angles..................J
The distance between connections of the lattice bars shall not exceed 8 times the least width of the segments connected.
62.    All pin-holes shall be reinforced with additional material when necessary, so that the permissible pressure on pins shall not be exceeded.   These
Rivet Spacing1. Compression Members.
Rivet Pitch at Ends of Compression Members.
Splices.
Limiting-Pitch of Rivets, Distance from Edge of Plate, &c.
Tie Plates.
Lattice T>ars.
Pin Plates.

